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In case of the installation into the gypsum board,
mount the base plate by driving eleven nails.

In case of the installation into the wooden wall stud under the gypsum 
board, drill two pilot holes according to the distance of holes in the 
base plate. Then mount the base plate by driving two screws.
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Insert three square nuts into 
the slits of the base plate.

Mount the main part on the base plate by using 
three socket head screws. (Use your 4mm hex 
key.) Do not apply excessive force. 

Wheel with Quick-Release Wheel with Thru Axle

Turn the thru axle clockwise into 
the nut of the Main part. Do not 
apply excessive force.

Insert the tightening nut of quick-
release into the main part and slide it 
down with pushing the lever. Then
close the quick-release lever. If the 
lever moves very easily, remove the 
wheel again and screw the tightening 
nut to increase the initial tension.

For M12P1.5 Only

Contact
To contact us, please visit our website.
https://omnidot.jp

!   Warnings
 Do not apply excessive force to this product and the wheel mounted 

this product. It may damage the wheel, the wall and this product.
 Do not use this product outdoors. For indoor use only.
 Do not use the thru axle supplied with this product on your bike. It 

could damage your bike due to the difference in dimensions.
 Keep this product out of reach of the children.
 Do not stay and sleep under this product.
 Check this product regularly getting mounted securely and safely.

Please note that we do not take any responsibility or liability for any 
damage or loss caused through our products.

Supported Wheels and Tires

Max. Load 2.5kg
Total weight comprising the wheel, tire, tube, 
disc rotor and sprocket should not exceed this 
maximum load.

◆Main part
x1

◆Nail x12 (incl. 1 spare)
◆Philips flat head screw for wood x2
◆Square Nut x3
◆Socket head screw x3
◆Front M12 thru axle x1 *
◆Rear M12 thru axle x1 **

* This is included only in BWWB1-W-F.
** This is included only in BWWB1-W-R.

Model number
 BWWB1-W Basic kit
 BWWB1-W-F Front thru axle kit
 BWWB1-W-R Rear thru axle kit
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1 Year Warranty
from the date of its purchase

THIS SIDE UP

THIS SIDE UP

Package Contents

Made in Japan

◆Base plate
x1

Torque under 0.5 N·m

Supported Wheels Max. Tire Width

700c 650b  FRONT  REARa 35c

26” 27.5” 29”  REAR  . 2.3”

Quick-Release  FRONT 9x100  REAR 9x135 ,
Thru Axle  FRONT M12x100  REAR M12x142 M12x148 ,

!   Warnings


